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LED-daylight running system (DRS) with fog 
lights  

 

 
 

Scope of delivery: 
 
1  black structured insert for the right side with LED 

daylight running system and fog lights ready for 
installation. 

1  black structured insert for the left side with LED 
daylight running system and fog lights ready for 
installation. 

2  Control units with connecting cables 
1  ready fitted connecting cable set  
2  Adapter cables for the fog lights 
2 Screws  
1   Set of electric connections   
 
Important tip: 
 
In some countries it is forbidden to use the daylight 
running system as position light. In this case you 
have to change the connection on the control boxes 
from DRL & Position light to DRL only. 
 

Installation: 
 
1. To dismantle the original grilles and the fog 

lights you don’t have to take away the bumper. 
With a little cleverness it is able to take out the 
grilles out of the front bumper from frontwards.  

2. Screw out the original grille and fog lights from 
front side. It will be much easier to dismantle 
the lower plastic engine cover. The cover is 
fixed with 8 screws (nut 8) and easy to 
dismantle.  

 

 
 
4. Cut out on both sides in the front bumper a little 

more space for the fog lights. 
 

 
 
3. Prove the position of the DRS (daylight running 

system) inserts. 
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Don’t forget to put in the temperature feeler in the 
left DRS insert. 

 
 
4. Cut the original fog light connectors and 

connect them with the attached adapter 
connections for the new fog lights.  
 

 
 

5. Threading the big cable set on the left side 
beside the main lights from above. Position the 
cable for the right side below the cooler. Fit 
them with cable binders. 

 

6. Connect the connectors with the DRS. Fasten 
the cable set and the control units and at last 
reintegrate the engine cover.  

 

 
 
7. Connect the fog lights with the fog light 

connectors. 
 
Electrical connections: 
 
1. Connect the blue cable with the grey stand light 

cable (58). Than connect again the stand light 
connector in the main light system. 
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2. The black cable (-31) is the earth terminal. 
Screw it on the ground point beside the shock 
absorbers.  

 

 
 
3. Laying the red cable (+15) trough the rubber 

grommet to the fuse box (left side behind the 
dashboard). Open the fuse box and screw out 
the fuse box insert and disconnect the 
connectors in the fuse box. 

 

 
 
• Take upward the fuse insert and turn it around. 

On the underside you have to look for the right 
black/yellow cable.  

• It is the right one if you have power on the 
cable by turning on the key in position 2. 

• Connect the red cable with the black/yellow 
cable (+15).  

 
 

 
 

• Testing the DRS lights.  
• If everything is ok, reinstall the fuse - insert last 

in, first out. 
 
Testing the DRS functions 
 
Please check first in the menu that the main 
light is in position „manual“, not „permanent“. 
Than it will be the best to turn on the light 
switch in position “automatic”.  
 
Key in position 2 (power):  
DRS light power is 100% 
Switch on the main lights:  
DRS light power is now 20% and are turned as 
position light. 
Switch on additional the fog lights.  
The DRS position lights are 20% and also on.  


