
This is a procedure for the removal and replacement of instrument cluster and light bulbs 
on a Left hand drive R170 w/o telescoping steering.  Removal of steering wheel is not 
necessary.  This is for reference only.  

Tools:

Phillips screwdriver
Flat screwdriver 
#8 (8mm) wrench
#10 (10mm) wrench

Light bulbs:

Speedometer (1 required, p/n 001-544-55-94)
RPM gauge (1 required, p/n 001-544-55-94)
All others (23 required, p/n 910141-000000, comes in beige color base)

Procedure for removal of instrument cluster (reverse for installation)

1) Disconnect battery (-) cable for pre-cautions.  Use #10 wrench.
2) Use a coin or flat screwdriver to remove dash side cover.
3) Remove screw securing bottom cover (on the side).
4) Remove screw securing driver side vent and pry off vent.
5) Remove screw securing bottom steering column cover.
6) Remove screws on left and right side of steering column.
7) Remove two screws securing the bottom cover (on the bottom) using #8 wrench.
8) Remove third screw securing the bottom cover (on the bottom near center console).
9) Gently separate the top and bottom covers on both sides.
10) Hold down bottom cover on the right side and remove screw securing the top cover.
11) Pry off top cover a long the top edge next to the dash.
12) Remove the top cover.  Observe how you clear the two adjustment knobs on the 
instrument cluster as you remove it.  It will be a challenge to re-install.
13) Remove four screws securing the instrument cluster.
14) Pull cup holder all the way out.  Continue to pull while reaching under dash and 
pressing down on the middle.   This is done to free the dash for removal of instrument 
cluster.
15) Remove two screws securing dash to center console.
16) Push up on dash and free the instrument cluster.
17) Reach behind instrument cluster and find two wire connectors.  To remove the 
connectors - hold down tap on top of connector while rotate the gray latch 90 degrees.
18) Remove cluster while pushing up on the dash.  Observe how you remove the cluster. 
It will be a challenge to re-install.
19) Replace light bulbs as needed.








